112                       GENEBAL SPECIFICATIONS.
98.    Workmen's Quarters and Other Temporary Buildings.    It is usually necessary for the contractor to erect temporary buildings for the protection of his tools and machinery; or for office purposes, and sometimes, when the work is at a distance from boarding house facilities,   it is necessary for him to provide temporary quarters for his labor.    The location, erection, and removal of such temporary structures should also be subject to the approval of the engineer in charge.    If temporary quarters for workmen are not really necessary, it is best to prohibit them, at least to prohibit their erection on the property belonging to the party of the first part.    The following is an example of such a clause:
The contractor may build such sheds, storehouses, etc.> as are necessary for the work, but the location of such sheds, etc., must be such as will not interfere with the work of other contractors, and must be approved by the water commissioner. No buildings, sheds, or tents to be used as quarters for workmen or teams will be allowed on the city property.*
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99.     Cleaning up after Completion.   In nearly all kinds of engineering construction the grounds surrounding or along the line of the work are necessarily more or less defaced and encumbered by various disturbances of the surface, or by refuse and waste material, temporary buildings, etc., and it is usually made the business of the contractor on the completion of the work to clear up the grounds, and to put them in as presentable a condition as practicable.    This does not involve any grading or removal of earth, unless it be the excess or waste which remains on the natural surface from his own excavations. It does, however,  include the cleaning up of his own work, whether it be buildings, foundations, masonry, conduits, pits, etc.    The following is such a clause written to cover the case of waterworks engine pits:
When the work is completed, all pits, pipes, chambers, conduits, etc., shall be carefully cleaned out; The surround-
* To which might be added the following: Suitable privy conveniences shall be erected, as directed by the engineer, for the use of the workmen, and their use is made obligatory. The committing of nuisances is prohibited on all parts of the premises.

